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¢. Reassembly

(1) Wash the cone races, ball races and
the steel balls, and pack with new
grease. Use recommended fiber grease.

(2) In order to provide proper steerability,

the steering stem nut should be torqued
as follow.
I.  Fasten the nut completely until
it 1s locked.
Release the nut about 45 de-
arees unticlockwise,
3. Then lasten it with hand untill 1t
1s agaimn locked.
4. Release it with hand a bit.
Then proper steerability will be
provided.

()

4.3 Front Cushion
Fork pipe guide  Gushion under nolder
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Fig. 63
a. Front Cushion Construction

Cushion upper holder

F. Cushion spring

The front wheel axle and axle nut assembles the cast aluminum hub consisting of two sets of 63010 radial ball

bearings and an integral hrake drum to the front brake panel which contains the brake shoes and speedometer

gear,

eliect, considering the usage ol this tvpe.

The Iront cushion, unlike the other types having a damper inside, has only a coil spring for cushion

h. Disassembly

(1

(2)

I'ig. 64

Remove the front wheel in accordance
with section “Front Wheel™ in page 35.
Remove the front fork top bridec in
accordance with section “Handl2™ in
page 3.

Both front cushions can be pulled oul
from the bottom of the ront cushion
housing mcorporated on the steering
stem after releasing the front fork guide
cap with a special tool (07072-098011,
Fig. 64 shows the front as-
sembly.

cushion

























































